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IN THE ABSTRACT: 



Please replace the Abstract of the Disclosure originally filed with the above- 
identified patent application with the following Abstract: 
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Abstract of the Disclosure 

An electronic ^art component inspection apparatus includesT an inspection socket 
which inspects a aaftr component, a tray disposition area 130d in which a 
pa rtcomponent waits before it is inspected stands by;^ tray disposition areas 130a, 130b 
which store a pa rtcomponent after it l ehas been inspectedj-gaFt s, components transfer 
mechanisms 160a, 160b wh i ch each havo an absorpt i vo of which has a vacuum or 
suction nozzle that can absorb a part, pick up and abGorbs hold a part using th i s 
absorpt i ve nozz i o and i n that stato, transfors i t; component to transfer the component, a 
paft component position confirmation camera +&4-which can p i ck up capture an image of 
the pa rtcomponent that is being transferredf^ and a contro l l i ng dov i cc controller which 
transfers a pa rtcomponent to the inspection socket, via a position in which the 
pa rtcomponent position confirmation camera 151 picks up captures an image of the 
Gtato whoro tho part i s absorbed by tho absorptivo component being held by the suction 
nozzle while the paf tcomponent is being transferred from the tray disposition area +30d 
to the inspection socket, and based on that pickod up captured image r o su l t , controls the 
drive of the pafts components transfer mechanisms 160a, 160b so that the 
paf tcomponent is set to an in the inspection socket 1 52a . 



